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1.1   Information

1.1.1  Introduction

Your new self-propelled combine is manufactured for harvesting seed and cereal crops, for threshing,
separating, cleaning and conveying the grain into the tank and depositing the straw on the ground.

This Operator's Manual should be used as a practical reference guide: It contains all the necessary practical
information for the operation, adjustment and maintenance of your new machine.

Your combine was designed and built to ensure optimum performance, comfort and ease-of-operation in a
wide variety of crops and conditions.

The combine has been thoroughly inspected prior to delivery both at the factory and by your Dealer, to
ensure you receive it in perfect condition.

To keep the combine in perfect condition and to ensure trouble-free performance, the periodical
maintenance operations listed in this manual should be carried out at the recommended intervals.

Before operating and/or driving the combine, read this Operator's Manual carefully, paying
particular attention to the section on safety rules.

Always keep this manual on hand for further reference.

The terms "left" and "right" are always used with reference to the machine traveling direction.

Should you require further information about the machine, please do not hesitate to contact your
authorized Dealer. Your Dealer provides specially trained personnel, genuine spare parts and the required
tools to solve any problems that may arise.

NOTE: 

• This combine has been designed and built in compliance with the Machine Directive 2006/42/EC. A CE
Declaration of Conformity is supplied with the machine (see specific chapter).

• This manual is published for worldwide distribution, and the availability of equipment shown as standard
or optional varies according to the territory in which the combine is to be used. Specifications may differ
from those contained in this Operator's Manual according to the customer's requirements

• In order to provide a better view of features or adjustments, certain illustrations in this manual may
show an assembly with standard guards, or the guards required by law in different countries, open or
removed.

DANGER: However, a machine should never be operated in this condition.

For your own safety, always ensure all safety guards are fitted and closed correctly
before operating the machine.

• This Operator’s Manual, along with the Operator’s Manuals provided for the table, the power take-off
shaft and the table trailer, must always be kept in the compartment under the operator's seat for
storage and convenient reference.

1.1.2  Company policy

In accordance with the Company's policy of continuous improvements to its products, the Company
reserves the right to modify and improve its products whenever necessary and to the required extent,
without any obligation to apply such modifications to previously sold products.

The information contained in this Manual refers to the current situation at the time it was written. All the
data given may vary.

1.1.3  Optional equipment

Your machine was designed to operate in a wide variety of crops and conditions.

However, in certain cases it may be necessary to fit additional accessories to improve machine
performance or adapt the machine to harvesting special crops.

[V]
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A list of available accessories is provided in the chapter Optional equipment.

1.1.4  Spare parts and accessories

The genuine spare parts and accessories have been specifically designed for this type of machine.

Only genuine parts supplied by your authorized Dealer can guarantee correct operation and optimum
performance.

Never use non-genuine spare parts or accessories: Some accessories (e.g. PTO shafts, straw choppers,
tables) require an EC certification, which can be provided only by the manufacturer or his qualified and
recognized sub-suppliers.

Non-genuine spare parts have not been tested and are not authorized by the manufacturer.

The use of such equipment may have a damaging effect on the design features of the machine and may
even jeopardize operational safety.

The manufacturer disclaims all liability in the event of loss or damage arising as a result of non-
genuine parts or accessories being fitted.

It is expressly prohibited to make any modification to the combine without the prior written authorisation
by the manufacturer.

When ordering spare parts and/or optional equipment, always quote your combine model and serial
number (see chapter Combine identification).

1.1.5  Warranty

Your combine is warranted in compliance with the regulations in force in your country and the agreements
made with your Dealer.

However, the warranty becomes void in the following situations:

1. If the machine has been used inappropriately.
2. If adjustments and maintenance have not been carried out according to the instructions in this manual.
3. If the failures are caused by the use of non-genuine spare parts or accessories.
4. If damage is the result of carelessness, negligence, inappropriate use of the machine or operational

errors. If the safety devices are removed and/or non-genuine spare parts are used, the warranty
becomes void automatically and the manufacturer disclaims any liability.

The warranty applies only to repair or free replacement of parts proving defective after a careful inspection
by the manufacturer (excluding wear parts and tires), as described in the Combine Service Record Book. In
the event that warranted parts are replaced or repaired, warranty terms are not extended. The customer
can assert his warranty rights only insofar as the warranty conditions contained in the Service Record Book
have been observed.

1.1.6  Lubricants

Your Dealer can provide a wide range of special lubricants, produced according to the specific technical
specifications of the combine.

For these combines we recommend the use of the lubricants listed in the chapter Capacities and
specifications of the section Lubrication and maintenance.

Always use genuine AGCO parts, the only parts which bear this trademark:

GUID-F08CC493-8404-497B-88D2-3B79213DB5D7 [V1]
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Fig. 1  
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1.2   Use of the combine

These combines are designed as self-propelled units with a diesel engine.

The machines are manufactured exclusively for usual agricultural purposes, i.e. for harvesting cereal, seed,
rice, maize, soya, etc. by cutting or picking-up the crop, threshing and separating the grains from the ears,
delivering the grains in the grain tank and unloading them into the grain wagon.

Machine performance may be limited by various factors such as harvesting speed, weather conditions,
ground characteristics and the type and degree of ripeness of the crop.

When operating the machine, make sure the cab doors are shut. The operator and instructor (or trainee), if
present, must remain seated in their respective seats with their seatbelts fastened (the operator should
not drive the machine when standing).

The machines must be operated only by skilled operators who know all the machine's functions and
harvesting techniques.

If the ground is uniform and the tires offer sufficient grip, the machine stability is ensured on the following
inclinations:

• M400 and M410 models
- 20% (11°) longitudinally (uphill and downhill).
- 20% (11°) crosswise.

• M400 LC, M410 LC, M400 LCI and M410 LCI models
- 30% (18°) longitudinally (uphill and downhill).
- 30% (18°) crosswise.

M400 - M410 models

These models are designed for working on level ground to ensure even distribution of the crop inside the
machine. These models HAVE NOT been developed for working on sloping ground.

M400 LC - M410 LC models

These models have been expressly designed for harvesting crops on hilly but firm ground.

The front levelling system ensures that the machine body remains perfectly horizontal up to a gradient of
20% (15% for machines not equipped with rear-wheel drive).

The system that varies the front track width operates correctly only when the machine is in motion.

M400 LCI – M410 LCI models

This model, in comparison to the LC models, features a longitudinal levelling function (two hydraulic
cylinders connected to the rear axle) that allows the machine to tackle uphill slopes, up to 30%.

Forbidden uses

Do not use the machine for tasks or purposes other than those specified in this Manual, on the safety
decals or on other safety information provided with the machine.

The following pages contain recommendations on correct and incorrect use of the machine when traveling
on public roads, during field operations and during maintenance.

Many machine functions relating to safety are managed by the software.

Do not try to modify or replace the software. You risk destroying the machine's settings and the operating
logic.

Such tampering could lead to unpredictable and abnormal behavior, making it unsafe (for the operator(s)
and the machine).

GUID-80081CFA-2F30-4E9C-8A54-D4FB87621010 [V2]
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Only your Dealer is authorized to intervene on the machine software.

The machine's maximum speed on the road is limited and controlled by the software. Do not try to change
it.

Table types

These combine harvesters may use FreeFlow or PowerFlow cutting tables.

NOTE: In this manual, the term "table/s" signifies both the cutting table and the maize header when used
generically. The term "cutting table" refers to the assembly consisting of reel, cutting bar, table auger, etc.
used to harvest grain, barley, rice, soya, etc. The term "maize header" refers to the assembly consisting of
stalk grippers, stripping blades, conveyor chains, etc. used for harvesting maize.
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1.3   Identification

1.3.1  Combine identification

The combine and its main components are identified by serial numbers and/or production codes.

The position of the different identification data is described below.

NOTE: 
Always quote the combine serial number when contacting your Dealer for spare parts or assistance.

Combine approval and safety plates
The manufacturer's type plate (1), statutory for all
countries (or (2), for France only), is positioned on
the outer right-hand side of the operator platform
and shows the following information:

• Combine type
• Approval number
• Combine serial number
• Total maximum permitted weight
• Weight (on both axles)
• Towing weight

For further details, please refer to the type
approval certificate.

GUID-4C05F0A5-44A4-4480-A035-912644AA1868-high.tif [High]

Fig. 2  

The safety plate (3) is located next to the approval
plate, and guarantees that the combine was built
in compliance with Machinery Directive 2006/42/
EC as well as Directive 2004/108/EC.

This plate shows the following information:

• Manufacturing year
• Marketing year
• Model
• Combine serial number
• Crop type
• Total weight (normal configuration)
• Nominal engine power
• Maximum towing weight
• Maximum vertical load on the trailer hitch

In certain countries (e.g. Russia) these two plates
are positioned next to an additional decal/plate
corresponding to the approval for that specific
country.

GUID-1482677D-294E-49F3-83D7-FBE2BEFDF453-high.jpg [High]

Fig. 3  

[V]
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Combine identification
Combine type and serial number appear on the
plate and are also punched into the rear right-hand
side of the frame (1).

GUID-A9142C5E-E332-42C2-ADE8-CCF4956F6D9C-high.jpg [High]

Fig. 4  

1.3.2  Engine Identification

The engine is identified by the type plate (1) in the
middle of the cylinder block.

The following information appears on the plate (1):

• Manufacturer
• type
• Engine power and rated speed
• Engine serial number
• Valve clearance
• Customer reference code
• Idling speed
• Compliance with Directive 97/68/EC
• Name of the engine assembler.

The engine serial number is always also stamped
on the cylinder block.

GUID-BE36C15A-6DDF-4936-94EB-581D2BEFA0DE-high.jpg [High]

Fig. 5  
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1.3.3  Cutting table identification

The cutting table can be identified by a metal plate
affixed on the left-hand side.

GUID-3610CEC9-737E-41AA-85AA-06B68EA1ECD5-high.jpg [High]

Fig. 6  

1.3.4  Operator seat identification

The identification plate is located on the seat
support. If you move the seat fully forward, you
can access it.

GUID-60D9F320-7B7A-4A4E-8120-62A8AE5783B8-high.tif [High]

Fig. 7  
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1.3.5  Hydrostatic pump identification

The type plate (1) is located on the front part of the
pump.

GUID-200EA08F-F5EF-45B4-AFE4-B44075988774-high.jpg [High]

Fig. 8  

1.3.6  Hydrostatic motor identification

The type plate is located on the lower part of the
motor.

GUID-0908346B-3BB2-42B9-86CC-FC27FF9E95F0-high.jpg [High]

Fig. 9  
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1.3.7  Straw chopper identification (if fitted)

The straw chopper type plate is located on the
right-hand side next to the rotor support.

GUID-821B36C3-6708-41FF-B634-A9A8D5334271-high.tif [High]

Fig. 10  

1.3.8  Chaff spreader identification (if fitted)

The type plate is located on the right-hand side
next to the chaff spreader adjustment lever.

GUID-E6E370E9-AF4C-41A4-A6E3-59EC78391234-high.tif [High]

Fig. 11  
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1.3.9  Trailer hitch identification (if fitted)

The plate is positioned on the right-hand side of
the trailer hitch.

GUID-4B650936-7428-49B9-A199-4FF6F5ECDE0A-high.tif [High]

Fig. 12  
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1.4   Identification form

1.4.1  Machine data

Please enter the identification details of your combine on this card for convenient reference:

Combine model

Combine serial number

Engine type and serial number

Cab serial number

Straw chopper serial number

Cutting table serial number

Date of initial start-up

Dealer's telephone number

[V]
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1.5   Conformity

1.5.1  EC Declaration of Conformity

The CE Declaration of Conformity, shown below, certifies that the combine was designed and built in
compliance with the regulations currently applicable within the European Community.

The cutting table has its own EC Declaration of Conformity.

GUID-BF5C9038-CE0E-41FE-805F-6CB3310026F6-high.tif [High]

Fig. 13  
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1.6   Information

1.6.1  Ecology

Information for the prevention of environmental pollution

Soil, air and water are essential for agriculture and all life on earth. Protect them. In areas where no local
regulations impose standards for the use and disposal of chemicals and petrochemical products required
by modern technology, all necessary precautions must be adopted to avoid any risk of pollution.

The following guidelines may be helpful:

• Find out about the legal requirements in your country and comply strictly with them.
• If no regulations are in force, ask your Dealer about the effects of lubricants, fuels, antifreeze mixtures,

cleaning agents etc. on people and the environment. Also ask how to store, use and dispose of such
products correctly. In most cases, agricultural advisers will be able to answer your questions
satisfactorily.

Important Notes

1. When refueling the machine, take all necessary precautions to avoid fuel spillage. In particular, avoid
using pressurized containers or fuel supply systems, as these are unsuitable.

2. As a rule, avoid any skin contact with liquid fuels, lubricants, acids, solvents etc. Most of these products
contain substances that are potentially harmful.

3. Do not dispose of lubricants by burning: They contain substances that may be noxious when
burned.

4. Whenever possible, use biodegradable oil for lubricating the chains, as this oil cannot be collected.
5. Avoid spillage while draining oil, brake fluid, coolant etc. from the engine, gearbox and hydraulic system.

Collect the fluids in suitable containers and dispose of them properly, according to regulations in force
and the availability of suitable systems.

6. Modern coolants and mixtures, e.g. antifreeze and other additives, must be replaced every two years.
Never let them drain into the ground; collect and dispose of them safely.

7. Never open or modify the air conditioning system. It contains gasses which must not be released in the
atmosphere. Contact your Dealer or a specialist who has the correct equipment for emptying and
recharging the system and for carrying out any required maintenance or repair.

8. Immediately repair any leaks or defects in the engine cooling or hydraulic system to prevent any risk of
pollution.

9. Never increase the pressure in a pressurized system. This may cause the components to burst.
10.When welding, protect the hoses properly against welding spatters that could damage or weaken

hoses and sleeves, resulting in oil and coolant leaks.

1.6.2  Hydraulic systems: hoses

Hoses are an important part of modern machines.

Hose features may change over the years when exposed to pressure, vibrations, weather conditions, etc.

Inspect the hydraulic hoses at the beginning of each new harvesting season.

Regulations in force (e.g. DIN 20066) require hose replacement six years from manufacturing (the
manufacturing date is printed on most hoses, which helps determine when replacement is due).

It is important to observe these recommendations.

DANGER: In the event of leaks, pressurized liquid may penetrate your skin and cause
severe injury.

Immediately seek medical advice from a doctor familiar with this type of accident. This kind of
injury requires surgery.

[V]
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Always relieve the pressure before operating on the hydraulic system.

Ensure that all hydraulic couplings are properly tightened before letting oil into a pressurized
circuit.

Search for leaks without touching with bare hands; e.g. use a piece of cardboard.

Wear suitable protective clothing to avoid touching liquids with hands or body.

Safety requirements for hydraulic systems and their components

• Hoses may not be manufactured using recycled material.
• Never weld on hydraulic lines.
• In case of damage, immediately replace the lines.
• Do not modify hydraulic accumulators through adjustment, welding, etc.
• Before removing the hydraulic accumulators to carry out service or maintenance, relieve the pressure of

the liquid contained therein completely.
• Service or maintenance on hydraulic accumulators should only be carried out by skilled technicians who

are thoroughly familiar with these components.

1.6.3  Scrapping and disposal

In addition to the recommendations in the section Ecology, which must be adhered to whenever the
machine is used, the instructions listed below must also be followed when the time comes to scrap the
combine.

• Find out about the legal requirements in your country and comply strictly with them.
• If no regulations are in force, contact your Dealer about the possibility of handing over the combine to a

company skilled in machine disposal.

Instructions:

1. Drain the hydraulic and hydrostatic circuits, engine sump, gearbox, final drives, etc., collecting the oil in
suitable containers to be kept in a safe place until they can be disposed of appropriately.

2. Drain radiator coolant and store it as described above.
3. Empty the air conditioning system. Contact your Dealer or an authorized workshop who has the correct

tools for emptying the system.
4. Separate different materials, such as glass, plastic, iron, aluminum, tires, etc. for easier recycling.

GUID-7F7B3D5B-A1DB-4657-810C-23738C0C565E [V1]
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1.7   Weight

1.7.1  Weight distribution

The weight distribution on the two axles depends on how the combine is equipped.

If a cutting table other than the standard table is attached to the combine, please note that at least 20% of
the total weight of the combine must rest on the rear axle.

In accordance with the above, ballast weights could be required at the rear of the combine.

Checking the total weight distribution (with table attached) on both axles

Ensure that the capacity of the weighing equipment is sufficient.

When weighed, the machine fuel tank must be filled and the operator must be in his seat.

Check that the load resting on each axle and the total weight do not exceed the maximum values
permitted by the manufacturer and indicated in the documents for road transport.

GUID-F120B20B-2709-40D6-83F2-9E6130AF36F9-high.jpg [High]

Fig. 14  

Proceed as follows:
1. Place the table approximately 350 mm from the ground.

2. Position the combine front axle in the middle of the weighing platform (1).

3. Measure the weight (Ma).

4. Position the rear axle in the middle of the weighing platform (1).

5. Measure the weight (Mp).

6. Calculate the total weight by adding up the two weights: Mt = Ma + Mp

7. Determine whether 20% of the total mass of the machine is resting on the rear axle, by dividing Mp
by Mt.

This ratio must be greater than or equal to 0.20, which as a percentage is 20%:
Mp: Mt ≥ 0.20 (or 20%)

If the calculated value is lower than 0.20, the weight on the rear axle must be increased by adding
ballast weights (Mz).

[V]
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8. When recalculating, the weight of the additional ballast weights must be taken into account in the
total weight:

(Mp + Mz): (Mt + Mz) ≥ 0.20 (or 20%)

Example
Weight measured on the front axle, with table attached Ma = 12000 kg.

Weight measured on the rear axle, with table attached Mp = 3100 kg.

Machine total weight:

Mt = Ma + Mp = 12000 + 3100 = 15100 kg.

The value Mp: Mt = 3100: 15100 = 0.205 which corresponds to 20.5%, and is therefore correct.
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2.1   Warning symbols and safety instructions

2.1.1  Warnings

Agricultural accidents can be prevented with your help.

All accident prevention depends on the full co-operation of the persons using or involved with service or
maintenance of the machine.

Most accidents can be avoided by observing simple safety rules.

The best safety system is one in which the operator observes all applicable regulations for machine
safety and maintenance.

Some of the illustrations contained in this manual were obtained by photographing combine models of the
same series, which may be differently equipped. This means that apparent discrepancies may result
between your combine and those depicted in this manual.

DANGER: This symbol is used in this manual whenever your safety is involved.

Take the time to read and follow the instructions. Most importantly, be careful!

You can never be too prudent.

In order to provide a better view, certain photographs or illustrations in this manual may
show an assembly with the safety guards open or removed.

Fit and close all guards prior to machine operation.

Personal protection

Three types of warning signs appear in this manual and on the decals applied to the machine (Caution,
Warning and Danger) followed by specific instructions or decals with symbols clearly illustrating the type
of hazard.

These instructions involve your safety and the safety of people working nearby.

Pay particular attention to these warnings.

CAUTION: Indicates a potentially dangerous situation.

If not avoided, it may result in minor injuries.

WARNING: Indicates a potentially dangerous situation.

If not avoided, it may result in serious injuries.

DANGER: Indicates a potentially dangerous situation.

If not avoided, it may result in very serious injuries or even death.

Failure to follow the instructions related to the terms Caution, Warning and Danger may result in minor or
serious injuries or even death.

Machine safety

Other types of advice (Note, Important) are followed by special instructions referring to the safeguarding
of the machine.

NOTE: 
Highlights and describes correct techniques or procedures to be adopted by the operator.

IMPORTANT: 
Informs the operator that unless a special procedure is followed, damage, including serious damage, could
be caused to the machine.

[V]
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2.2   Information for road transport

2.2.1  Road transport

Most agricultural accidents can be avoided by observing simple safety rules.

Before starting the machine, sound the horn several times and make sure that there are no people,
domestic pets or obstacles nearby.

During maneuvers remember that the reversing audible alarm might not be understood by some people,
for example children, as a danger signal.

Combine road transport
• The combine may be operated only by

responsible personnel, trained and authorized
to work with the machine. Avoid operating the
combine when physically unfit; it is better to
interrupt work than to risk an accident.

WARNING: Operators must not use
alcohol or drugs: which may impact
their alertness or co-ordination when
operating the combine. Operators on
prescription or over-the-counter
drugs need a doctor's note to certify
that they can operate the combine
properly.

GUID-1EA6C931-77F4-4B00-A77F-D6F884B3CB28-high.jpg [High]

Fig. 1  

• In many countries (e.g. Italy and France) a driving license is required if the combine is to be driven on
public roads.

• Operators should familiarize themselves with the provisions of the Road Traffic Acts and of the
regulations thereunder in order to ensure that, when taking the combine on public roads, they comply
with the relevant statutory requirements. They should keep a suitable speed for road and traffic
conditions and ensure that all the machine safety devices (if required) are fitted and working properly.

The grain tank must be empty and the unloading auger must be turned in.

• For safety reasons, the two brake pedals must
be latched in order to be pressed
simultaneously when traveling on roads. To
hold the machine on inclined ground, the
handbrake must be used (the braking effect of
the hydrostatic drive alone is not sufficient).

• When traveling on roads, make sure that the
rotating beacons and the other additional
signals required to warn that the vehicle is
abnormally large and slow-moving, are working
properly.
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Fig. 2  
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• When driving on roads, turn the cab access
ladder forward. When entering and leaving the
combine always use the ladders, handrails and
the handles provided. It is strictly forbidden to
ride on the access ladders to the cab, engine
compartment and grain tank when the machine
is moving.

GUID-8A406597-C518-467E-ACA8-E72B96C2E665-high.jpg [High]

Fig. 3  

• On the left-hand side of the operator's seat there is an additional seat that can be used by a trainee or
instructor during harvest. No other persons are allowed on the machine.

WARNING: This seat is not intended for children.

In road transport, one person employed for agricultural jobs is allowed in the passenger seat, provided this
is permitted by local regulations and provided that a seat for transport of a passenger on public roads is in
accordance with the combine documentation. Always use the seatbelts provided on the operator seat and
on the passenger seat.

• It is advisable to keep a first-aid kit on hand.
• Do not brake abruptly as this could cause the machine to swerve.
• In case of steep uphill or downhill slopes, always select a low gear; change gear before reaching the

sloped area. Gradually engage the multifunction lever.
• In countries where travelling on roads with the table attached is allowed when circumstances permit,

the table must be secured against lowering by engaging the safety stops on the hydraulic cylinders and
locking the main crop elevator adapter (see the section Controls and instruments in the chapter
Driving on public roads).

• When driving on the road at night, the front
headlights must be dipped so that the low
beam line hits the ground no further than ten
meters in front of the vehicle. The rotating
beacons must always be operating, even when
there is no need for visual signaling and lighting
devices. Switch off the work lights (these two
controls, and others, operate automatically
when "road transport mode" is activated).
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Fig. 4  
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• Before driving on public roads, ensure that the
machine is equipped for road transport (see the
section Controls and instruments in the
chapter Driving on public roads).

WARNING: The combine may be
transported on public roads only with
an empty grain tank.

• If it is necessary to tow the combine due to a
mechanical breakdown, strictly follow the
procedure indicated in this section in the
chapter Towing the combine.

• When driving on public roads towing the
cutting table, ensure that the local traffic
regulations (lights, correctly fitted trailer hitch
etc.) are complied with. Ensure the cutter bar
protection shield is fitted.

• Before driving on public roads, ensure that the
table has been fastened correctly onto the
trailer.

For more detailed information follow the
instructions in the table trailer operator's manual.
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Fig. 5  
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